

Specific Solutions for all Processed Liquids

OPERATION & MAINTENANCE MANUAL

SIGHT LEVEL INDICATOR 

AND 

INSTRUMENT APC 3

Mechanical Sight Indicator

With Provision for filler breather assembly A New, Cost Effective solution for level indicator and sensing in Process Tanks.

Mechanical sight level indicator is the best known devices for a low cost, still effective and convenient way for monitoring and sensing of liquid level in various Process applications.

The tough, transparent, acrylic cage of the level indicator assembly Provides easy and effective visibility of the liquid level inside the thank through the guide tube with a pointer which moves inside the cage indicating a continuous change in the raise or fall of liquid level.

Further Provision is also made to mount the filler breather assembly to the same mounting flange of the indicator.

Still further, to obtain single or two level switching output, suitable reed Proximity switches or inductive Proximity switches are clamped to the side of the cage with necessary brackets, also suitable to adjust the levels for sensing to the convenience of the operator at site in order to take out the signal from the sensor, depending upon the required level of the liquid for various switching operation like alarm, pump operation, solenoid operation, Plc inputs etc.,

These level indicators are with the most commonly used PU Foam float which is compatible with the almost all type oils suitable for a working temperature up to 60 deg under atmospheric Pressure.

For high temperature applications Stainless steel 316 Grade floats are used along with a borosilicate glass cage for better visibility and performance.

The Indicators are available in compact and standard sizewith threaded or flanged mounting type to suite the Process requirement.
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CONNECTION DETAILS -TYPE-APC-3

1-2 -230 V AC SUPPLY

9,12   -NO      

ITCH

7,10   -COMMON  

8,11   -NC      

4   -HIGH      FROM

5   -LOW      FLOAT

6   -COMMON   SWITCH
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SWITCH
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7,9 TO BE CONNECTED

ACROSS "ON" PUSH BUTTON.

SERIES WITH "OFF" PUSH BUTTON.

10,12 TO BE CONNECTED

LIQUID LEVEL REACHES "LOW"

RELAY COMES "ON" WHEN THE 

RESISTIVE LOAD @250V AC

2 C/O CONTACTS RATED 5A

230V AC +/- 20%, 50 Hz

SUPPLY VOLTAGE 

PUMP UP OPERATION

TO FLOAT SWITCH

OUTPUT

24V DC

:

:

:

:

LEVEL CONTROLLER

SPECIFICATIONS:

       TYPE APC-3

SUPPLY VLOTAGE

RELAY COMES "ON" WHEN THE 

LIQUID LEVEL REACHES "HIGH"

PUMP DOWN OPERATION

LEVEL (D2),AND REMAINS"ON" 

UNTIL THE LIQUID REACHES 

THE "HIGH" LEVEL(D1).

THE "LOW" LEVEL(D2).

UNTIL THE LIQUID REACHES 

LEVEL (D1),AND REMAINS"ON" 





































































































PAGE  
Pure Tech India, Coimbatore-46

1
Email: contact@puretechindia.com

website: www.puretechindia.com

_1192097128.dwg

_1192097423.dwg

